Also available with hazardous
area approval. Zones 0,1 & 2

Ex 28

ATEX/ IECEx
ExiaII CT4 Ga

Certification numbers:
RLP ATEX
IECEX SIR 15.0071X / Sira 15ATEX2195X
SW-HHP ATEX
IECEx SIR 15.0072X / Sira 15ATEX2196X

Add ‘ATEX’ to the part number
when ordering ATEX/IECEx products.
For example: RLP6T5-ATEX

Part Numbers

SP RLPIT RLP2T5 RLP6T5 RLP12T RLP25T RLP35T RLP55T RLP75T RLP100T RLP150T RLP200T RLP250T RLP300T RLP500T
Capacity 1,000kg 2.5te 6.5te 12te 25te 35te 55te 75te 100te 150te 200te 250te 300te 500te
2200lb 5500lb 14300lb 26000lb | 55000lb | 77000lb | 120000lb | 165000lb | 220000lb | 330000lb | 440000lb [ 550000lb | 660000lb | 1100000lb
Resolution 0.5kg 0.001te 0.001te 0.002te 0.005te 0.005te 0.01te 0.01te 0.05te 0.05te O.lte 0.1te 0.1te 0.1te
b 2lb 2lb 5lb 10lb 10lb 20lb 20lb 100lb 100lb 200lb 200lb 200lb 200lb
Units kg te te te te te te te te te te te te te
lb lb b lb b lb b b lb b lb b b b
Weight 1.5kg 1.5kg 2.4kg 3.7kg 5kg 8.6kg 13kg 16kg 34kg 46Kkg 82kg 82kg 18kg 193kg
3.3lb 33lb 5.3lb 8.2lb 11lb 19lb 28.7lb 35.3lb 75lb 101.4lb 180.8lb 180.8lb 260lb 425.5lb
Safety Factor 12:1 71 71 71 5:1 5:1 5:1 5:1 5:1 41 5:1 411 5:1 51
Battery Type Handheld 2 x AA / Load cell 4 x AA
Battery Life Handheld - 40 hours / Load cell 1200 hours continuous (Load cell 500 hours if Bluetooth)
Display Type 240 x 128 pixel Multi-line dot matrix with backlight
Operating Temp -10°C to +50°C or 14°F to 122°F
Accuracy +0.1% of full scale
Frequency 2.4 GHz
System Range 1000 metres or 3280 feet (100 metres or 328 feet if Bluetooth) (500 metres or 1640 feet if ATEX/IECEX)
Data Rate 3 Hz - up to 200 Hz can be ordered for dynamic load monitoring applications
Protection IP67 or NEMAG6
Dimension A 204 204 249 305 340 393 424 470 608 670 700 700 806 930
8.03” 8.03” 9.80” 12.01” 13.39” 15.47” 16.69” 18.50” 23.94” 26.38” 27.56” 27.56” S 36.61"
Dimension B 43 43 43 47 60 75 75 75 929 99 144 144 150 150
1.69” 1.69” 1.69” 1.85” 2.36” 2.95” 257 2.95” 3.90” 3.90” 5.67" 5.67" 591" GIOIR
Dimension C 104 104 13 13 15 126 180 202 255 303 350 350 426 570
4.09” 4.09” 445" 4.45” 4.53” 4.96” 7.09” 7.95” 10.04” 11.93” 13.78” 13.78” 16.77” 22.44”
Dimension D 146 146 165 193 215 225 230 260 320 360 350 350 350 450
5.7/5" 575" 6.50” 7.60” 8.46” 8.86” 9.06” 10.24” 12.60” 14.17” 13.78” 13.78” 13.78” 17.72”
Dimension @E 245 245 38 47.5 55 60 76 76 109 109 145 145 160 200
0.96” 0.96” 1.50” 1.87” 2177 2.36” 2.99” 2.99” 4.29” 4.29” 571" 571 6.30” 7.87"
Dimension F 48 48 65
1.89” 1.89” 2.60”
Dmension G o 19 - Not relevant in this capacity
0.75” 0.75” 1.26”
Crosby Shackle G2130 G2140 G2160
Loading Pin @ 19 19 25 35 51 57 57 70 83 95 121 127 152 180
3/4” 3/4” 1 13/8” 2" 21/4” 21/4” 23/4” 31/4” 33/4” 43/4” 5” 6” 718"




