
OVERHEAD LIFTING

Stock #

ID #

Chain Size Dimensions (Inches)
Lbs. Per 

Each
WLL 
(Lbs.)Red Inches MM Grade A B C D E G H I J

598150020 K-20 9/32 7 80 0.438 0.813 1.313 0.313 0.125 0.719 0.406 0.344 0.625 0.3 3,500

598150021 K-21 3/8 10 80 0.594 1.063 1.813 0.438 0.156 0.875 0.563 0.469 0.875 0.7 7,100

598150022 K-22 1/2 13 80 0.750 1.313 2.563 0.563 0.188 1.094 0.750 0.656 1.125 1.3 12,000

598150023 K-23 5/8 16 80 0.938 1.625 3.000 0.688 0.250 1.344 0.938 0.813 1.500 2.4 18,100

598100024 K-24 3/4 20 80 1.000 1.938 3.406 0.813 0.313 1.594 1.219 1.000 1.750 4.4 28,300

598100025 K-25 7/8 22 80 1.125 2.250 3.875 0.938 0.375 1.844 1.281 1.063 2.000 6.3 34,200

599100026 K-26* 1 26 63 1.250 2.688 4.250 1.063 --- 2.000 1.219 1.094 2.375 6.5 35,900

599100028 K-28* 1-1/4 32 63 1.500 3.500 5.125 1.313 --- 2.281 1.500 1.344 2.875 11.4 56,100

* Kuplex I style, Grade 63.

Stock #

ID #

Chain Size Dimensions (Inches)
Lbs. Per 

Each
WLL 
(Lbs.)Red In. MM Grade A B C D E F G H I J

598350011 K-11 9/32 7 100 0.750 3.000 6.000 0.500 7.125 0.125 0.313 0.406 0.344 0.625 1.9 4,300

598350012 K-12 3/8 10 100 0.750 3.000 6.000 0.500 7.250 0.156 0.438 0.563 0.469 0.875 2.7 8,800

598350013 K-13 1/2 13 100 0.938 3.000 6.000 0.688 7.563 0.188 0.563 0.750 0.656 1.125 4.4 15,000

598350014 K-14 5/8 16 100 1.125 4.000 8.000 0.875 9.938 0.250 0.688 0.938 0.813 1.500 8.2 22,600

598300015 K-15 3/4 20 80 1.250 4.000 8.000 0.875 10.188 0.313 0.813 1.219 1.000 1.750 11.6 28,300

Master Kuplinks® are the optimum of chain to master link 
connections. In addition to the streamline characteristics of 
the Kuplink®, there is a definite advantage to field assembly 
since other coupling devices are unnecessary.

Kuplex® Master 
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B
E

G

D

C

A

H

I
J

ensions (Inches)

E G H

0.188 0.313 0.813 1.219

Kuplers act as a connection device between Master Links and Chain on all 
multiple leg Kuplex II Chain Slings. On single leg assemblies, they can be used 
in lieu of the popular Kuplex II Kuplink. Resembling a shackle in appearance, the 
Kuplers provide a high strength, high integrity connection, when used to connect 
a special attachment to the alloy chain assembly.

Kuplex® Kuplers®
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Stock # Chain Size Dimensions (Inches)
Lbs. Per 

Each
WLL 
(Lbs.)Red Inches MM Grade A B C D E

594200400 9/32 7 80 0.375 0.688 0.625 1.813 0.500 0.3 3,500

594200601 3/8 10 80 0.500 1.000 0.938 2.375 0.750 0.6 7,100

594200801 1/2 13 80 0.625 1.250 1.375 3.250 1.000 1.5 12,000

594201001 5/8 16 80 0.750 1.500 1.688 4.000 1.250 2.4 18,100

594201201 3/4 20 80 0.938 1.750 2.000 4.750 1.625 3.6 28,300

Kuplok mechanical coupling links, an essential component of mechanically coupled slings, are used 
to assemble chain legs to the master link and/or attach eye type fittings.

Kuplex® Kuplok®
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